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Order Fax Magnetic switches Type 101....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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Order ID

102.80  .00 102.10 .00 102.20  .00 102.20 .99
Normally open contact 8 0 1 1 0 1 2 0 1 2 0 1

Normally closed contact 8 0 2 1 0 2 2 0 2 2 0 2

Change-over contact 8 0 3 1 0 3 2 0 3 2 0 3

Switching capacity

Normally open contact 230 V /0,5 A / 30 VA       230 V /1,0 A / 60 VA        230 V /1,0 A / 60 VA        230 V /1,0 A / 60 VA

Normally closed contact 100 V /0,25 A / 3 VA       230 V /1,0 A / 35 VA        230 V /1,0 A / 35 VA        100 V /0,25 A / 3 VA

Change-over contact 100 V /0,25 A / 3 VA       230 V /1,0 A / 35 VA        230 V /1,0 A / 35 VA        100 V /0,25 A / 3 VA

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 102.253.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 102....
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Order Fax Magnetic switches Type 102....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:

115_144_kap5.qxp  07.03.2008  14:48  Seite 126



Jacob elektronische Mess- und Regelgeräte GmbH, Düsseldorfer Straße 16, D-71332 Waiblingen   Tel.: 0 71 51/5 68 06 60   Fax: 0 71 51/5 68 06 79 127

Order ID

103.00 .00 104.00 .00 109.00 .00
Normally open contact 0 0 1 0 0 1 0 0 1

Normally closed contact 0 0 2 0 0 2 0 0 2

Change-over contact 0 0 3 0 0 3 0 0 3

Switching capacity

Normally open contact 230 V /1,0 A / 60 VA 230 V /0,5 A / 30 VA 230 V /0,5 A / 30 VA

Normally closed contact 230 V /1,0 A / 35 VA 100 V /0,25 A / 3 VA 100 V /0,25 A / 3 VA

Change-over contact 230 V /1,0 A / 35 VA 100 V /0,25 A / 3 VA 100 V /0,25 A / 3 VA

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2

M
is

ta
ke

s 
an

d 
om

is
si

on
s 

ex
ce

pt
ed

, s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.

If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 103.053.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 103....
Type 104....
Type 109....

115_144_kap5.qxp  07.03.2008  14:48  Seite 127



Jacob elektronische Mess- und Regelgeräte GmbH, Düsseldorfer Straße 16, D-71332 Waiblingen   Tel.: 0 71 51/5 68 06 60   Fax: 0 71 51/5 68 06 79128

103.001.00
103.002.00
103.003.00

71
64

109.001.00
109.002.00
109.003.00

13

3,5

13

8,5

8,5

15
4

4

3

11

45

4
3

31

104.001.00
104.002.00
104.003.00

3

35 29Ø
4,

3

Ø
3,

5

M
is

ta
ke

s 
an

d 
om

is
si

on
s 

ex
ce

pt
ed

, s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.

Order Fax Magnetic switches 
Type 103.... Type 104.... and Type 109....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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Order ID

105.00 .00 106.00 .00
Normally open contact 0 0 1 0 0 1

Normally closed contact 0 0 2 0 0 2

Change-over contact 0 0 3 0 0 3

Switching capacity

Normally open contact 230 V /1,0 A / 60 VA       230 V /1,0 A / 60 VA          

Normally closed contact 230 V /1,0 A / 35 VA       230 V /1,0 A / 35 VA         

Change-over contact 230 V /1,0 A / 35 VA       230 V /1,0 A / 35 VA         

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 105.053.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 105....
Type 106....
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Order Fax Magnetic switches 
Type 105.... and Type 106....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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Order ID

112.00 .00 113.00 .00
Normally open contact 0 0 1 0 0 1

Normally closed contact 0 0 2 0 0 2

Change-over contact 0 0 3 0 0 3

Switching capacity

Normally open contact 230 V /1,0 A / 60 VA       230 V /1,0 A / 60 VA         

Normally closed contact 230 V /1,0 A / 35 VA       230 V /1,0 A / 35 VA         

Change-over contact 230 V /1,0 A / 35 VA       230 V /1,0 A / 35 VA         

Workinge temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 113.053.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 112....
Type 113....
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Order Fax Magnetic switches 
Type 112.... and Type 113....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 115.053.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 115....

Order ID

115.00 .00
Normally open contact 00 1

Normally closed contact 00 2

Change-over contact 00 3

Switching capacity

Normally open contact 230 V /1,0 A / 60 VA                

Normally closed contact 230 V /1,0 A / 35 VA               

Change-over contact 230 V /1,0 A / 35 VA               

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C              

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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Order Fax Magnetic switches Type 115....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 114.053.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 114....
Type 117....

Order ID

114.00 .00 117.00 .00
Normally open contact 0 0 1 0 0 1

Normally closed contact 0 0 2 0 0 2

Change-over contact 0 0 3 0 0 3

Switching capacity

Normally open contact 230 V /0,5 A / 20 VA       230 V /0,5 A / 20 VA         

Normally closed contact 100 V /0,25 A / 3 VA       230 V /1,0 A / 35 VA         

Change-over contact 100 V /0,25 A / 3 VA       230 V /1,0 A / 35 VA         

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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Order Fax Magnetic switches 
Type 114.... and Type 117....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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Other switching capacities upon request.

Cradle
magnetic
switches 
Type 107....
Type 108....

Order ID

107.00 .00 108.00 .00
Normally open contact 0 0 1 0 0 1

Normally closed contact 0 0 2 0 0 2

Change-over contact 0 0 3 0 0 3

Switching capacity

Normally open contact 230 V /1,0 A / 60 VA       230 V /0,5 A / 20 VA    

Normally closed contact 230 V /1,0 A / 35 VA      100 V /0,25 A / 3 VA  

Change-over contact 230 V /1,0 A / 35 VA      100 V /0,25 A / 3 VA 

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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Order Fax Gradle magnetic switches
Type 107.... and Type 108....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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If bistable switching is desired, the number ”5”

is added to the order ID, e.g. 116.053.00.

Other designs and switching capacities upon

request.

See the last page for the appropriate switching

magnets.

Magnetic
switches 
Type 116....

Order ID

116.00 . 0 0
Normally open contact 00 1

Normally closed contact 00 2

Change-over contact 00 3

Switching capacity

Normally open contact 230 V /1,0 A / 60 VA                

Normally closed contact 230 V /1,0 A / 35 VA               

Change-over contact 230 V /1,0 A / 35 VA               

Working temp.

with PVC cable 90 °C

with silicone cable 110 °C

Connection cable 1 metre PVC or silicone 0,14 - 0,75 mm2
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Order Fax Magnetic switches Type 116....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, comple-
te the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Connection cable                 Silicone PVC 

Working temperature °C:

Switching capacity V:                A:                  VA:

Order quantity                                                          Units:
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Upon request, we also offer other magnets not

included in the standard program made of all

commercially available magnet materials and

with specific dimensions.

Other designs and switching capacities upon

request.

Bar magnets 
Type 111.... 
Round magnets
Type 110....
Casing magnets
Type 103.... -117....

Order ID with with
Dimensions PA protecting cap red  PA protecting cap blue 

Round magnets Ø x Ø x h 110.9 .00 110.9 .01 110.9 .02 
15x  3,2 x6,5 9 20 9 20 9 20

20 x 4,3 x 6,5 9 00 9 00 9 00

20 x 4,3 x 10 9 01 9 01 9 01

30 x 5,5 x 15 9 02 9 02 9 02

Order ID

Casing magnets 103.800.00 104.800.00 105.800.00 106.800.00 109.800.00 114.800.00 116.800.00 117.800.00 
See drawing

for dimensions.

Dimensions Order ID

Bar magnets Ø x l  111.80 .00 
6 x 25 8 0 0

7 x 30 8 0 1

8 x 40 8 0 2

10 x 10 8 0 3

10 x 5 8 0 4
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Order Fax Casing magnets Type 103.... to 117....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, com-
plete the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Order quantity Units:
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Upon request, we also offer other magnets not

included in the standard program made of all

commercially available magnet materials and

with specific dimensions.

The switching magnets of the type series

105… are available with the polarization speci-

fied overleaf. All other switching magnets are

magnetized on the face (axial).

Switching
magnets 
Type 105....

Order ID

Switching magnets 105.800.00 105.900.00   105.910.00   105.911.00 
See drawing

on previous page for dimensions.
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Order Fax Switching magnets
Type 105....

Date ......................................................................................................................................................................................................

Ordered by ...............................................................................................................................................................................

Company ......................................................................................................................................................................................

Street .................................................................................................................................................................................................

City ..........................................................................................................................................................................................................

Signature ....................................................................................................................................................................................

Please copy the order form, com-
plete the list below with the desired
dimensions, and then use the copy
as order form.

Type number

Order quantity Units:

115_144_kap5.qxp  07.03.2008  14:48  Seite 144



Jacob elektronische Mess- und Regelgeräte GmbH, Düsseldorfer Straße 16, D-71332 Waiblingen   Tel.: 0 71 51/5 68 06 60   Fax: 0 71 51/5 68 06 79 145

Terms of sales, delivery and payment
1. Orders: With respect to any and all offers and orders, only the following conditions apply. Deviations therefrom are subject to our express

written consent. Different conditions of the customer are in no way binding for us, even if the customer excludes the validity of our terms in
his conditions of purchase and we do not file an objection against that. This also applies to all subsequent offers and orders. With respect to
the purchase order and the extent of delivery, our written acceptance of order shall prevail. Oral agreements only become binding by our
written acknowledgement.

2. Prices: All prices are understood for deliveries ex factory, exclusive packaging. For small-volume purchases below 60 €, a markup for 
small-volume purchases (service charge) amounting to 20 € will be charged, if the accumulation with other purchases is not possible.
Carriages accruing at the destination, shall in any case be borne by the recipient.

3. Period of delivery: The period of delivery begins with the date of the acceptance of order. It is deemed to be complied with if the consignment
is ready for shipment and this is communicated to the customer within the time limit. Part deliveries are admissible. The period of delivery
applies subject to unpredictable obstacles which are beyond the will of the supplier, especially in cases of act of God, equipment failures,
difficulties in the material and energy supply. If these events substantially affect the timely performance of the agreement, the periods of
delivery are reasonably extended. Furthermore, such events entitle us to cancel the contract in part or in whole which does, however, not
entitle the customer to claim for damages. Annulments can only be made with our consent.

4. Shipment is always performed at the risk of the recipient, also if free-of-charge delivery is agreed upon. We do not assume any liability for
damages, breakage or loss of the goods during transportation. The costs for the transport to the railway shall be borne by the customer.

5. Payment is to be made within 14 days from the date of invoice with 2% discount or within 30 days net. If the period of payment of 30 days is
exceeded, interests on defaulted payment amounting to 2% above the bill discount rate are charged, subject to further damage caused by
delayed performance. Terms of payment deviating from the above must be confirmed in writing.
In case of payment with bills of exchange, which are accepted only upon previous agreement, the buyer bears the costs, especially discount
and collecting charges. Payments with bills of exchange are not discountable.
Bills of exchange and cheques are not deemed a payment until encashment and are accepted by us only with the usual reservation.

6. Complaints: Deficiencies which are provably to be attributed to conditions before the passage of risk, are to be communicated to the supplier
in writing within 14 days from receipt of the goods. In case of defective delivery, a substitute delivery or credit note will be performed after the
return of the goods, whereby we choose which action to take. We do not accept cost of rework in foreign companies. Claims for damages
exceeding the framework of redhibitory defects are excluded, without consideration of the corresponding legal foundation (e.g. consequenti-
al damages). Any and all returns are subject to our consent. Such returns are to be directed to our plant at Düsseldorfer Strasse 16, 
D-71332 Waiblingen, or via railway to Station 71332 Waiblingen 1220 (consignment to be called for at the railway station).

7. Reservation of ownership: The delivered goods remain in the ownership of the seller until the complete payment of the purchase price and
until the payment of all previous and future deliveries in the framework of the business relationship - including all subsidiary claims. Up to that
time, the buyer is not entitled to pledge the goods to third parties or to transfer them by way of security. As far as the buyer processes or trans-
forms the goods, the seller is the manufacturer according to § 950 HGB and acquires ownership of the intermediate and final products. The
buyer only acts as depositary. He is, however, entitled to sell the goods or the product created therefrom in the proper sales procedure. He
assigns any and all claims arising out of the resale or another legal fact against third parties, also if the goods are processed and up to the
purchase price, to the seller by way of security.
The buyer is obliged to communicate any possible access by third parties to the goods delivered with reservation of ownership or to the
assigned claims immediately to the seller.
The goods under reservation of ownership are to be treated carefully and are to be insured against fire and water damages. Insurance claims
in the insured event are to be assigned to us.
If the security created by the reservation of ownership exceeds the claim to be secured by 25%, the seller will release completely paid
deliveries at his own option.

8. Place of fulfilment and jurisdiction:
Place of fulfilment for the payment is Kernen (Rems-Murr-Kreis). Place of fulfilment for deliveries is Waiblingen (Rems-Murr-Kreis).
Place of jurisdiction is the seat of the court of record of competent jurisdiction for the seller (district court Waiblingen).
All legal relations arising out of the deliveries are exclusively subject to the laws of the Federal Republic of Germany.

JACOB elektronische Mess-
und Regelgeräte GmbH
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Notes
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MEASURING AND CONTROLLING DEVICES
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Jacob elektronische Mess-
und Regelgeräte GmbH
Verwaltung und Produktion:
Düsseldorfer Straße 16
71332 Waiblingen
Telefon  0 71 51 / 5 68 06-60
Telefax 0 71 51 / 5 68 06-79
E-Mail   jacob@jacob-gmbh.de
http://www.jacob-gmbh.de

000_Umschlag.qxp  19.03.2008  15:24  Seite 1




